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STEAM DRYERS




STEAM DRYERS

What's included

1 Top cover 4 Filtar
2 Control panel 5 Water Inlet (Steam model only)
3 Dioor ] Duct Exhaust

I Accessories (Steam model only)
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Rubber Washer



STEAM DRYERS

Connecting the inlet hose (Steam model only)

The dryer must be connected to the cold water faucet using the new inlet hoses. Do not use old hoses.

1. Tumn the cold water fawcet off.

2. Attachtheb
faucer.

ass famale end of the Y connecter (A) to the cold water

3. Artach the straight end of long hose (B) to the Y connector.
Lising pliars, tightan the coupling with an additional two-thirds turm.

rﬂ If the ¥ connector cannot be attached directly to the cold water
faucet, the short hose must be used. [f\
(If space parmits, please skip steps 5 to & and go directly to step G) -
5. Attach the short inlet hose (C) to the cold water faucet.
Screw on the coupling by hand until it is seated on the faucet. &:
6. Using the pliers, tighten tha coupling with an additional t
turm.

7. Attachthe Y connector (A) to the brass male end of the small hose.
Screw on the coupling by hand until it is saated on the connector.

8. Using the pliers, tighten the coupling with an additionzl twao-thirds
turm.

9. Attach the angled end of long hoses to the fill valve at the bottom of

the dryer raar frame. Screw on the coupling by hand until it is seated

10. Using pliars, tighten the coupling with an additional two-thirds turmn.

11. Attach the washer hosa (D) to the other side of the Y connector (A).
Screwy on the hose coupling until it is tight. Using pliers, tighten the
coupling with an additional two thirds turm.

12. Check that the water faucets are on.

13. Check for leaks around the Y connector, faucets and hoses.




STEAM DRYERS

ki o
Solenoid valve
I

opening

Inlet < 3/8” :

drum sprayer




STEAM DRYERS

Acceptable cross
connection control?

e Low Hazard
* Backpressure
e Continuous Pressure

Table 382.41-1

Acceptable Cross Connection Control Methods, Devices or Assemblies

Situations and Conditions

Methods
or Assemblies Backpressure Backsiphonage
of Cross Low Hazard High Hazard Low Hazard High Hazard
Connection Continu- Noncon- | Continu- | Noncon- | Centin— | Noncon- | Contin— | Noncon—
Control ous tinuous ous tinuous uous tinuous uous tinuous
(Standard) Pressure Pressure Pressure Pressure

Air—gap Fittings for use with
Plumbing Fixtures, Appli-
ances, and Appurtenances
(ASME A112.1.3) X X X X
Air Gaps (ASME A112.1.2) X X X X X X X X
Atmospheric Vacuum Breaker
(CAN/CSA Bed.1.1) X X
Backflow Preventers with
Intermediate Atmospheric
Vent (ASSE 1012) X X X
Barometric Loops X X X X
Dual Check Valve Type with
Atmospheric Port Backflow
Preventer (CAN/CSA Bod.3) X X X X
Hose Connection Backflow
Preventers (ASSE 1052) X2 X X X X3 X X2 X
Hose Connection Vacuum
Breakers (CAN/CSA Bod.2
and B64.2.2) X2 X Xt X X3 X X2 X
Hose Connection Vacuum
Breakers (ASSE 1011) X2 X Xt X X3 X X2 X
Pipe Applied Atmospheric
Type Vacuum Breakers
(ASSE 1001) X X
Pressure Vacuum Breaker
Assembly (ASSE 1020) X X X X
Reduced Pressure Principle
Backflow Preventers And
Reduced Pressure Fire Pro-
tection Principle Backflow
Preventers (ASSE 1013) X X X X X X X X
Reduced Pressure Principle
Backflow Preventer (CAN/
CSA Bodd) X X X X X X X X
Spill Resistant Vacuum Breaker
(ASSE 1056 and CAN/CSA
Bo4.1.3) X X X X
Vacuum Breaker (CAN/CSA
Bod.1.2) X X X X




STEAM DRYERS

ASSE 1012 would
meet the conditions
and be an
acceptable form of
Cross connection
control




STEAM DRYERS

AN

=

separate valve
/\ s. 382.40(4)(c)2.b.

low hazard CCC device




STEAM DRYERS

SPS 382.40(4)(c)2.b.

e 2. Control valves shall be installed in water distribution
systems serving one- and 2-family dwellings as specified
in this subdivision.

* b. A control valve shall be installed in the supply piping to
each water heater and water treatment device and in the
fixture supply to each water closet, exterior hose bibb,
plumbing appliance and piece of equipment. When the
valve is an internal part of the water treatment device,
the device shall be removable for service.




STEAM DRYERS

SPS 382.41(3)(b)4.a.

* 4.Except as provided in subd. 5., a high hazard cross
connection situation shall be considered to exist at:

* a. A water supply hose bibb, faucet, wall hydrant, sill cock
or other outlet which terminates with hose threads
allowing a hose to be attached




STEAM DRYERS

SPS 382.41(3)(b)4.a.

e 5. A cross connection shall not be considered to exist at
the hose threaded outlet installed for the sole purpose
of:

* ¢. Connecting individual residential automatic clothes
washers.







STEAM SHOWERS

Parts instruction

1. 4"4 copper elbow 2. 1/2" copper nuts 3. 4mm plastic seal 4, 90X90 Ventilator

& O O @

5. Colorful light 6. Top cover 7. stainless steel block 8. Head shower
> .

9. back panel

X

0. Glass shelf 11. F8 computer control panel 12, Square 3 ways faucet

S

13, Squre jet 14. cleaning cup

17 . 959 solid wood floor 18. shower base

20. Plastic drainer

21, fixed aluminum profile. 22. left fixed door 23. Door hinge 24, movable door




STEAM SHOWERS

Interconnection between * Where is the cross

water distribution and connection control issue?
sanitary drain? Typically, the
outlet of the steam pipe
does not unveil any
plumbing code issues. The
outlet is above the flood
level rim of the fixture.

Material? Typically, shower
steam generators are made =
of stainless steel. Does the ‘
distribution material meet
code?




STEAM SHOWERS

Cold Water
Inlet

Steam Outlet

T & P Relief
Valve

- il
s

Drain Outlet



STEAM SHOWERS
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STEAM SHOWERS

If a steam generator is equipped with a T & P relief
valve (typically, they are), we would apply the same
rules as we do with boilers/pressure vessels. There is a
potential for backpressure to be created against the
water distribution system.




STEAM SHOWERS

Acceptable cross
connection control?

e Low Hazard
* Backpressure
e Continuous Pressure

Table 382.41-1

Acceptable Cross Connection Control Methods, Devices or Assemblies

Situations and Conditions

Methods
or Assemblies Backpressure Backsiphonage
of Cross Low Hazard High Hazard Low Hazard High Hazard
Connection Continu- Noncon- | Continu- | Noncon- | Centin— | Noncon- | Contin— | Noncon—
Control ous tinuous ous tinuous uous tinuous uous tinuous
(Standard) Pressure Pressure Pressure Pressure

Air—gap Fittings for use with
Plumbing Fixtures, Appli-
ances, and Appurtenances
(ASME A112.1.3) X X X X
Air Gaps (ASME A112.1.2) X X X X X X X X
Atmospheric Vacuum Breaker
(CAN/CSA Bed.1.1) X X
Backflow Preventers with
Intermediate Atmospheric
Vent (ASSE 1012) X X X
Barometric Loops X X X X
Dual Check Valve Type with
Atmospheric Port Backflow
Preventer (CAN/CSA Bod.3) X X X X
Hose Connection Backflow
Preventers (ASSE 1052) X2 X X X X3 X X2 X
Hose Connection Vacuum
Breakers (CAN/CSA Bod.2
and B64.2.2) X2 X Xt X X3 X X2 X
Hose Connection Vacuum
Breakers (ASSE 1011) X2 X Xt X X3 X X2 X
Pipe Applied Atmospheric
Type Vacuum Breakers
(ASSE 1001) X X
Pressure Vacuum Breaker
Assembly (ASSE 1020) X X X X
Reduced Pressure Principle
Backflow Preventers And
Reduced Pressure Fire Pro-
tection Principle Backflow
Preventers (ASSE 1013) X X X X X X X X
Reduced Pressure Principle
Backflow Preventer (CAN/
CSA Bodd) X X X X X X X X
Spill Resistant Vacuum Breaker
(ASSE 1056 and CAN/CSA
Bo4.1.3) X X X X
Vacuum Breaker (CAN/CSA
Bod.1.2) X X X X




STEAM SHOWERS

ASSE 1012 would
meet the conditions
and be an
acceptable form of
Cross connection
control




STEAM SHOWERS

The installation of the
SPS 382.33 (9) INDIRECT

T & P relief valve
WASTE PIPING REQUIRED.
would have to meet all .
(a) Boilers, pressure tanks

code criteria. and relief valves. Boilers,
pressure tanks, relief valves
and similar equipment
discharging to a drain
system shall be by means of
an air—gap.




STEAM SHOWERS

Other code requirements for T & P relief
discharge piping.
no shut off valve
made of water distribution materials
diameter not less than T & P relief valve
not trapped

drain by gravity to a floor served by a floor drain or a
receptor

terminate at least 6” above floor or receptor
terminate within the same room or enclosure






HELP IS AT YOUR FINGERTIPS!!

American Society of Mechanical Canadian Standards Association
Engineers (ASME) International (CSA)

Three Park Avenue 178 Rexdale Blvd.

New York, NY 10016—5990 Toronto, ON CANADA

Phone (212) 524-4990 Phone (800) 463—6727
asme.org csa—international.org

American Society of Sanitary [APMO Research and Testing, Inc.
Engineering (ASSE) (IAPMO)

901 Canterbury, Suite A 5001 E. Philadelphia St.
Westlake, OH 44145-1166 Ontario, CA 91761

Phone (440) 835—3040 Phone (909) 472—4100

asse—plumbing.org iapmo.org/Pages/IAPMOgroup.aspx



Marking claims to
meet ASSE 1020

Let’s pretend this is a
Watts 800
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ASSE International
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ASSE International

About S ENGETGE

Listings Certifications

Membership

Magazine

Govt. Affairs

Membership

ASSE International’s
membership is a cross-
section of the plumbing and
mechanical industries,
including contractors,
engineers, manufacturers,
inspectors, instructors, etc.

- Become a member

Read more

Product Listings

The ASSE Seal gives
inspectors, code officials.
customers and users
confidence in a product’s
performance within the
plumbing system.

= Search product listings
- Seal authorizations book

Read more

B E Lire plus

Professional Certification

ASSE International is a third-
party certifier of piping trade
professionals, providing
individuals and local
jurisdictions with nationally
recognized certifications.

- ASSE approved schools
- ASSE certification list

Read more

standards | product certification | professional certification | membership

Press Releases Contact

Reduced Pressure rc
Principie Backilow icary
Preventers and o

Reduced Pressure
Principle Fire
Protection Backilow

Preventers

siwaal Sassberd

Standards Program

ASSE International’s product
performance standards and
professional qualifications
standards are developed and
revised under the ANSI
accredited standards
development process.

- Standards update chart

Read more

*

SAN ANTONIO, TX
NOV. 7-10

http://www.asse-plumbing.org/membership.asp

ASSE International

ENNUAL MEETING %

= IEYE SN E )

NOV. 7-10 | SAN ANTONIO, TX

Learn and expand your skills. Have some fun
Th on the River Walk. Work towards protecting
4nub]ichealthjndsafejuREGISTERﬂQW /
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ASSE International

standards | product certification | professional certification | membership

About Standards Listings Certifications Membership Magazine Govt. Affairs Press Releases Contact
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Membership

ASSE International's
membership is a cross-
section of the plumbing and
mechanical industries,
including contractors,
engineers, manufacturers,
inspectors, instructors, etc.

- Become a member

Product Listings

The ASSE Seal gives
inspectors, code officials,
customers and users
confidence in a product’s
performance within the
plumbing system.

- Search product listings

B ¥ Lire plus

Professional Certification

ASSE International is a third-
party certifier of piping trade
professionals, providing
individuals and local
jurisdictions with nationally
recognized certifications.

- ASSE approved schools
- ASSE certification list

Standards Program

ASSE International’s product
performance standards and
professional qualifications
standards are developed and
revised under the ANSI
accredited standards
development process.

- Standards update chart

*

NOV. 7-10

http://www.asse-plumbing.org/listed.asp

HNNUAL MEETING

SAN ANTONIO, TX

2

NOV. 7-10 | SAN ANTONIO, TX

Learn and expand your skills. Have some fun
T on the River Walk. Work towards protecting
—nublic,healthandsaferuREGISTERAMQW /
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ASSE International

Standards

ASSE LISTED PRODUCTS

Listings Certifications Membership Contact

Search ASSE listings by standard, manufacturer or model.

Product listings search:

(® Standard # O Model

O Listee/Manufacturer

Download the Seal Authorizations Booklet

AnSI

three options are available

PRODUCT CERTIFICATION
Follow us: About Webstore
n m a m Standards Contact
Listings Press Releases
Sign up for our email list Certifications Govt. Affairs
Membership BPPS Magazine

Search
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ASSE International Standards Listings Certifications Membership Contact

ASSE LISTED PRODUCTS

Search ASSE listings by standard, manufacturer or model.

Product listings search:
2 é‘ 1020 X ‘ Search

® Standard # (O Listee/Manufacturer (O Model \

Download the Seal Authorizations Booklet

AnSI

PRODUCT CERTIFICATION
Follow us: About Webstore
n m g n Standards Contact
Listings Press Releases
Sign up for our email list Certifications Govt. Affairs
Membership BPPS Magazine
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@ Standard # (O Listee/Manufacturer ) Model

Search results:
‘ (=4 H Excel ‘ ‘ PDF || Print ‘ Search:
Amended Date
Listee 12  Standard Model Size Orientation Description Issue Date  (s)
FEBCO 1020-2004 765U 1-1/4 8/27/1981  3/4/2008
inch wiFebco 622 BV-QT 5/12/2011
FEBCO 1020-2004 765U 2inch 8/27/1981  3/4/2008
wiFebco 622 BV-QT 5/12/2011
FEBCO 1020-2004 765U 3/4inch 8/27/1981  3/4/2008
wiFebco 622 BV-QT 5/12/2011
Toro Company 1020-2004 53300 10/1/1993 7/23/2007
Watts Water 1020-2004  (LF) 1142 4/23/1984  6/1/1995
Technology 800MAQT inch wi KeyGuard SOV, Watts FBV, FBV-E, LF-FBV & LF-FBV-E 2/21/2006
4/4/2006
10/23/2008
3/29/2010
Watts Water 1020-2004  (LF) 11/4 5/27/2009  6/1/1995
Technology 800MAQT inch wi KeyGuard SOV, Watts FBV, FBV-E, LF-FBV & LF-FBV-E 2/21/2006
4/4/2006
10/23/2008
3/29/2010
Watts Water 1020-2004 | (LF) 1/2 inch 4/23/1984  6/1/1995
Technology 800MAQT wy KeyGuard SOV, Watts FBV, FBV-E, LF-FBV & LF-FBV-E 2/21/2006
4/4/2006
10/23/2008
3/29/2010
Watts Water 1020-2004  (LF) 2inch 4/23/1984  6/1/1995
Technology 800MAQT wi KeyGuard SOV, Watts FBV, FBV-E, , LF-FBV & LF-FBV-E 2/21/2006
4/4/2006

10/23/2008
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ASSE International Standards Listings Certifications Membership Contact

ASSE LISTED PRODUCTS

Search ASSE listings by standard, manufacturer or model.

Product listings search:

2 a | watts b4 ‘ Search

(O Standard # @ Listee/Manufacturer (O Model \

Download the Seal Authorizations Booklet

ansi

PRODUCT CERTIFICATION
#1105
Follow us: About Webstore
ﬁ m g n Standards Contact
Listings Press Releases
Sign up for our email list Certifications Govt. Affairs
Membership BPPS Magazine
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() Standard # (@ Listee/Manufacturer () Model - o .
this will list every approval of the
manufacturer
Search resuits:
‘ CsY H Excel H FOF || Print ‘ Search:

Amended
Listee 12 Standard Model Size Orientation Description Issue Date  Date(s)
Watts Water  1001-2008 (LF) 188A 1inch 9/6/1965 12/29/2004
Technology 6/15/2009
Watts Water 1001-2008 (LF) 188A 1-1/2 9/6/1965 12/29/2004
Technology inch 6/15/2009
Watts Water 1001-2008 (LF) 1884 1-1/4 9/6/1965 12/29/2004
Technology inch 6/15/2009
Watts Water 1001-2008 (LF) 18584 2inch 9/6/1965 12/29/2004
Technology 6/15/2009
Watts Water = 1001-2008 (LF) 188A 2-1/2 9/6/1965 12/29/2004
Technology inch 6/15/2009
Watts Water 1001-2008 (LF) 188A 3inch 9/6/1965 12/29/2004
Technology 6/15/2009
Watts Water 1001-2008 (LF) 1884 3/4 9/6/1965 12/29/2004
Technology inch 6/15/2009
Watts Water 1001-2008 (LF) 2884, , 2B8AC & 288ASC 1inch 9/6/1965 12/29/2004
Technology 6/15/2009
Watts Water = 1001-2008 (LF) 288A., 288AC & 2B88ASC 1/2 9/6/1965 12/29/2004
Technology inch 6/15/2009

£ 100% -
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ASSE International

Standards

ASSE LISTED PRODUCTS

Listings Certifications Membership Contact

Search ASSE listings by standard, manufacturer or model.

Product listings search:

2 é 800 Search
(O Standard # (O Listee/Manufacturer @ Model \
Download the Seal Authorizations Booklet
ACCREDITED
PRODUCT CERTIFICATION
Follow us: About Webstore
n m g n Standards Contact
Listings Press Releases
Sign up for our email list Certifications Govt. Affairs
Membership BPPS Magazine
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Amended -~
Listee 12 Standard Model Size Orientation Description Issue Date  Date(s)
Axent 1002-2008 B3800 & 15/16 2/6/2001 12/20/2004
Corporation B3800E inch Adjustable shank
Ltd.
Axent 1003-2009 B3800L 15/16 5/21/2014
Corporation inch H H H
o this will find any model
. [{4 »”
Geber | 10192011 | 49.800 P numbers containing “800 10/24/2001 | 271072010
Plumbing Series
Fixtures
Guardian 1071-2012 G3800 & 1" 3/11/2009 6/29/2012
Equipment G3800-LF inlet x Lead content is less than or equal to 0.25% on model G3800-LF
114"
outlet
Legend 1003-2009  Te&800 1" 4/28/2005 8/19/2010
with 1" inlet x 1" outlet
Legend 1003-2009 T&800 12" 4/28/2005 8/19/2010
with 1/2" inlet x 1/2" outlet
Legend 1016-2005 @ T&800 3/4" 4/28/2005 8/19/2010
with 3/4" union with 3/4" NPT inlet and 3/4" NPT outlet
Leonard 1071-2012 TM-800-LF 1" 3/24/2009 6/14/2010
Valve & TM-B50- inlet x Lead content is less than or equal to 0.25% on model TM-800-LF and TM- 6/20/2012
LF wi safety 11/4" 850-LF 6/1/2015
device outlet
MIFAB, Inc. 1020-2004 Series HY- 24 3/14/2005 8/15/2012
B8000/MHY- inches 3/4" GHT outlet x 1/2" sweat, 1/2" NPT inlet combination - series includes
8000 HY & MHY-8004,8006,8008,8010, 8012,8014,8016,8018,8020,8022,8024
Pops 1060-2006 8007 12/1/2009 3/16/2010
Technologies (Quarter 3/4" NPHS Inlet, 1/4" Chemical Supply Barb Fitting, 1/2" Barb fitting outlet 12/8/2010
LLC Turn Sink
Dispenser)
W
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